Junction Box - 4 Light Connection Pool \& Spa Junction Box
Item PJB4175

©

## PRODUCT DESCRIPTION

These polymeric junction boxes are code compliant and provide safe, reliable connections for low-voltage lights. Specially designed for pools, pool-spa combinations, and landscape applications. Junction boxes are for outdoor use only.

## FEATURES

- Accommodates flexible cords and non-metallic conduits from $1 / 2{ }^{\prime \prime}$ to $1^{\prime \prime}$
- Watertight, multifixture enclosure
- Easy access ground bar
- PA114 Wall/Post Mounting Bracket (sold separately)
- Complies with NEC Code 680.24 requirements for junction boxes
- 1-year warranty


## APPLICATIONS

- Landscape Lighting
- Underwater Lighting


## TECHNICAL DATA

| General | PJB4175 |
| :--- | :--- |
| Model Number | 4 Light Connection Pool \& Spa Junction Box |
| Description | 078275094048 |
| UPC Code | Intermatic |
| Brand | INDIA |
| Country of Origin (Intermatic) | $1-$ Year limited |
| Warranty Period |  |

Control Specifications
Number of Light Connections
4

Mechanical Specifications
Mounting Options
Bracket; Post; Rod; Wall

| Dimensions | $8.75 \times 5 \times 4.625$ in |
| :--- | :--- |
| Product Dimensions (H x W x D) in | $1 / 2^{\prime \prime}-1$ " |
| Non Metallic Conduit Size | Plastic |
| Material Specifications |  |
| Body Material | 5 |
| Electrical Specifications |  |
| Number of Receptacle Knockouts |  |


| Packaging |  |
| :--- | :--- |
| Shipping Weight (lbs) | 1.597 |
| Unit Carton Dimensions $(H \times W \times L)$ in | $5.25 \times 5 \times 9$ in |


| Standards and Certifications |  |
| :--- | :--- |
| CSA Certification | CCSAus |
| Other Certifications and Compatibilities | NEC Code 680.24 |
| California Proposition 65 | Lead |
| RoHS Certification | X |

## ACCESSORIES



PA114
Mounting Bracket for Pool/Spa Light Junction Boxes

